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AGLJ30
Cow Split Leather 30" Jackets

 

Item Number Sizes Shoulder Chest Waist Arm Top Sleeve Weight

AGLJ30S SMALL 19.2'' 23.50'' 22.80'' 11.50'' 23.2'' 1.70 lb

AGLJ30M MEDIUM 19.3'' 24.80'' 24'' 12'' 24'' 1.80 lb

AGLJ30L LARGE 21'' 25.80'' 25'' 12.50'' 25.50'' 1.90 lb

AGLJ30XL X-LARGE 21'' 27.20'' 25.80'' 13.50'' 25.5'' 2.00 lb

AGLJ30XXL 2X-LARGE 22'' 28'' 26.40'' 14'' 26.5'' 2.10 lb

AGLJ30XXXL 3X-LARGE 22'' 29.50'' 27.5'' 15'' 27.50'' 2.20 lb

AGLJ30XXXXL 4X-LARGE 23'' 31'' 28.50'' 16'' 28.50'' 2.30 lb

Features Technical  Specifications
• Heat and abrasion resistant

• Sewn with KEVLAR® thread with riveted seams at major stress points for 
maximum durability

• Brass snaps & rivets

• Underarm gusset

• Soapstone pocket on sleeves

• Adjustable button clasp on wrist

• Adjustable collar with fastener

Material: Cow split leather

Color: Golden Brown

Sizes: S, M, L, XL, 2XL, 3XL, 4XL

Packaging: Packaged individually, 10/Case

Country of origin: Pakistan

Applications Donning Instructions
• Protection from sparks, slag, and heat during welding applications

• Manufacturing - Architectural and Structural Metals, Mining, Agricultural, 
Motor Vehicles, Aerospace, Shipbuilding

• Construction - Residential, Commercial, Bridges, Dams, Utilities

• Or any other industry where welders may work

• Place arms in sleeves one at a time

• Adjust to cover body

• Secure all brass snaps
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