
S P E C I F I C AT I O N  S H E E T

AG1350
MIG WELDING GLOVES

Premium Cowhide Leather

 

Features Technical Specifications Applications
• Premium cowhide leather provides great tensile strength and abrasion 

resistance

• Wing thumb provides better fitting and grip

• Cowhide leather is naturally insulated when used in high temperatures

• 4" split cuff provides added protection

• DuPont™ Kevlar® stitching provides enhanced strength and protection

• Sizes: S, M, L, X-L, XX-L

Glove Material: Premium cowhide leather

Cuff Material: Split cowhide

Lining: Unlined

Stitching: DuPont™ Kevlar®

Closure: Straight Cuff

• Shipyards
• Steel mills
• Construction
• Wind energy
• Gas
• Demolition
• Utility crews
• Oil pipelines
• Salvage
• Fabrication
• Manufacturing

Packaging Information
Size Weight (lbs) Item Number Pk UPC - 12 Pairs Case UPC - 72 Pairs

Small 0.30 AG1350S 84308816166 84308816167

Medium 0.31 AG1350M 84308816168 84308816169

Large 0.33 AG1350L 84308816170 84308816171

X Large 0.35 AG1350XL 84308816172 84308816173

XX Large 0.36 AG1350XXL 84308816174 84308816175

Prop 65 Warning: This product can expose you to chemicals Hexavalent Chromium (Chromium 6), which 
is known to the State of California to cause cancer and birth defects or other reproductive harm. For more 
information go towww.p65warnings.ca.gov 

DuPont™, Nomex® and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

Warning — Gloves are cut-resistant, not cut proof. Extreme caution should be used when handling sharp 
objects and around machinery. Read, understand and follow all labels and instructions prior to use. Inspect 
gloves before each use and remove from service if there is any evidence of damage or excessive wear.
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