
 

   

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Item Number Dimensions Color 
AGDN4X150ORGFR 4’ x 150’ Orange 

AGDN17X150BLKFR 17’ x 150’ Black 

AGDN4X150BLKFR 4’ x 150’ Black 

AGDN4X150BLUFR 4’ x 150’ Blue 

AGDN4X150GRNFR 4’ x 150’ Green 

AGDN4X150REDFR 4’ x 150’ Red 

AGDN4X150YELFR 4’ x 150’ Yellow 

AGDN2X150ORGFR 2’ x 150’ Orange 

AGDN2X150BLUFR 2’ x 150’ Blue 

AGDN5.5X150ORGFR 5.5’ x 150’ Orange 

AGDN5.5X150BLUFR 5.5’ x 150’ Blue 

AGDN8.5X150ORGFR 8.5’ x 150’  Orange 

AGDN8.5X150BLUFR 8.5’ x 150’ Blue 

AGDN8.5X150BLKFR 8.5’ x 150’ Black 

AGDN10.5X150ORGFR 10.5’ x 150’ Orange 

AGDN10.5X150BLUFR 10.5’ x 150’ Blue 

AGDN12X150ORGFR 12’ x 150’ Orange 

AGDN12X150BLUFR 12’ x 150’ Blue 

AGDN15X150BLUFR 15’ x 150’ Blue 

Features Usage Instructions Applications 
• Made of high density polyethylene (HDPE), machine knitted 

with reinforced hems 

• Flame Retardant netting complies with NFPA 701 requirements 

• Offers the heaviest weight for debris netting of 100 grams per 

square meter, while still maintaining the highest 6% FR 

chemical by weight ratio in the industry 

• Made of 100% virgin polyethylene, offering a higher cut 

resistance than recycled polyethylene 

• Small ¼” openings catches most serious falling debris 

• Ideal for construction and maintenance sites 

• Helps catch objects from falling and injuring someone below 

• UV treated to maintain effectiveness in sunlight  

• 50 Rolls/Pallet 

• Attach edges to scaffolding, 

cables, or fencing as 

needed to trap debris in the 

jobsite.   

• As a safety fence 

• To protect workers and 

pedestrians from falling debris 

• To enclose scaffold and 

construction  

• As a jobsite barrier netting 

 


